Ruukki T130M 3/15 web perforated

Load bearing T130M profile with web perforation is a classical solution to improve roof absorption
properties. Solution is integrated and efficient as normal mineral wool layers above the sheeting are
utilized for sound absorption indoors.

Ruukki® LowCarbon
Also available as Ruukki® LowCarbon, helping to reduce embodied carbon and made with high
recycled content. See the Ruukki® LowCarbon pages and product-specific EPDs for details.

Availability and delivery time for different thickness/coating combinations varies.

SEND CONTACT REQUEST

The information on our website is accurate to the best of our knowledge and understanding. Although every effort has been made to
ensure accuracy, the company cannot accept any responsibility for any direct or indirect damages resulting from possible errors or
incorrect application of the information of this publication. We reserve the right to make changes.


https://www.ruukki.com/building-envelopes/home-page
https://www.ruukki.com/ruukki-lowcarbon
https://www.ruukki.com/images/default-source/b2b/product-images/ruukki-sound-environment/t130-3_15-web-perforated.tmb-1920v.jpg?sfvrsn=c8ff5e3e_2
https://www.ruukki.com/building-envelopes/contact/send-contact-request
https://www.ruukki.com/building-envelopes/contact/send-contact-request
https://www.ruukki.com/building-envelopes/contact/send-contact-request
https://www.ruukki.com/building-envelopes/contact/send-contact-request
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T130M 3/15 (Perforation 15%), Ruukki delivery

Mineral wool (30 mm), needed for acoustic performance
Vapor barrier

Mineral wool (total of 130-400 mm)

Sound absorption values

Absorption coefficient and class for construction

Class D, ay, 0,35

f(Hz)

100
125
160
200

250

Og as
1/3 1/1
0,60 0,70
0,72 0,70
0,79 0,70
0,77 0,87
0,91 0,87

it

17 1
0,70
0,70
0,70
0,85

0,85


https://www.ruukki.com/building-envelopes/products/roof-structure/load-bearing-sheets/load-bearing-sheets-detail/load-bearing-sheet-t130m-75l-930
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Note: Sound absorption values apply with insulation thickness 130 - 400 mm
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Technical documents

Ruukki Acoustic Estimator

Try our estimator for your next project. With our
estimation tool you can calculate which product
configuration provides you with optimal results.

Go to estimation tool here

Poimu software for dimensioning load-bearing sheets

Dimensioning software, Poimu, allows you to optimise
product choice according to the Eurocode. Simply by
defining some basic input data you can select a load-
bearing sheet for their needs from Ruukki's selection. This
quick optimisation tool covers 1-, 2-span and continuous
structures and gives the exact solution as to what sheet
should be used, as well as its length.

Go to Poimu software

Download BIM objects to your desktop

ProdLib brings Ruukki products as BIM models directly to
your desktop in 3D form for design programs AutoCAD,
Autodesk Revit, Archicad and Tekla Structures. Product
libraries compile all necessary design models and detailed
drawings in one place. Library updates are automatically
notified, so as a user you can be sure that your product
information is constantly up to date. ProdLib can also be
used as a standalone desktop application.

Go to BIM library

Here you can find all technical documents related to Ruukki's sound environment solutions.


https://acousticestimator.ruukki.com/
https://www.ruukki.com/redirects/to-poimu-software
https://www.prodlib.com/ruukki-envelopes

Documents are organised by document type.

Product description

%ﬁ Ruukki sound environment solutions - Product description 10_2025
PDF, 1.6 MB

Design instruction

}"ﬁ Ruukki sound environment solution - Design instructions 10_2022
PDF, 5.5 MB

}‘ﬁ Sound insulation values for sandwich panels and various structures 02_2023
PDF, 5.9 MB

Installation instruction

}‘ﬁ Load bearing profiled sheet - Installation instructions 10_2022
PDF, 1.1 MB

Detail drawings

ﬁ SPA acoustic Rw structure types 08_2026
DWG, 0.6 MB

SPA acoustic Rw structure types 08_2026
PDF, 3.6 MB

Load bearing sheets absorption structures
PDF, 281.8 KB

by [

Load bearing sheet absorption structures
DWG, 405.7 KB

Acoustic cladding structure drawing 10_2025
DWG, 335.2 KB
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https://www.ruukki.com/docs/default-source/b2b-documents/load-bearing-sheets/sound-environment/en_ruukki_sound_environment_solutions_10_2025649a4e690360441faacd1f799ddd3350.pdf?sfvrsn=51638959420562130000
https://www.ruukki.com/docs/default-source/b2b-documents/load-bearing-sheets/sound-environment/en_sound_environment_solution_design_instructions_10_2022.pdf?sfvrsn=24638037480197330000
https://www.ruukki.com/docs/default-source/b2b-documents/sandwich-panels/en_sandwich_panel_spa_sound_insulation_values_02_2023.pdf?sfvrsn=118638133341602500000
https://www.ruukki.com/docs/default-source/b2b-documents/load-bearing-sheets/sound-environment/en_load-bearing-profiled-sheet_installation_instructions_10_2022.pdf?sfvrsn=25638084202158300000
https://www.ruukki.com/docs/default-source/b2b-documents/sandwich-panels/spa-acoustic-rw-structure-types-08_2026f68bb936ba464676ae520aa428cca089.dwg?sfvrsn=18639246199255830000
https://www.ruukki.com/docs/default-source/b2b-documents/sandwich-panels/spa-acoustic-rw-structure-types-08_2026.pdf?sfvrsn=18639246196770470000
https://www.ruukki.com/docs/default-source/b2b-documents/load-bearing-sheets/sound-environment/load-bearing-sheets-absorption-structures.pdf?sfvrsn=3638724475053100000
https://www.ruukki.com/docs/default-source/b2b-documents/load-bearing-sheets/sound-environment/load-bearing-sheet-absorption-structures.dwg?sfvrsn=3638724474754600000
https://www.ruukki.com/docs/default-source/b2b-documents/load-bearing-sheets/sound-environment/acoustic-cladding-structure-drawing_10_20259505383f7d9b4e0898a65e8fdb660844.dwg?sfvrsn=35638955995677700000

}‘ﬁ Acoustic cladding structure drawing 10_2025
PDF, 215.2 KB

Accessories

}‘ﬁ Facade cladding accessories 11_2025
PDF, 2.8 MB

}"ﬁ Profiled sheets and purlins accessories 01_2024
PDF, 4.0 MB

Certificates and approvals

Here you can find all certificates and approvals related to Ruukki's sound environment solutions.
Documents are organized by document type.

Declaration of performance

}‘ﬁ Declaration of Performance 12/LBS/VIM - Load bearing products
PDF, 494.1 KB

Ruukki Cor-Ten facades - Certification
PDF, 31.8 KB

Declaration of Performance 10/PP/ZYR - Low profiles
PDF, 56.9 KB

Declaration of Performance 28/PP/VIM - Low profiles
PDF, 41.3 KB

Declaration of Performance 8/PP/VIM - Low profiles
PDF, 43.6 KB
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Declaration of Performance 25/PP/PAR - Cladding products
PDF, 43.7 KB
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https://www.ruukki.com/docs/default-source/b2b-documents/load-bearing-sheets/sound-environment/acoustic-cladding-structure-drawing_10_2025.pdf?sfvrsn=42638955991869030000
https://www.ruukki.com/docs/default-source/b2b-documents/facades/en-facade-claddings-accessories-11-2025.pdf?sfvrsn=134638987510113930000
https://www.ruukki.com/docs/default-source/b2b-documents/load-bearing-sheets/en_profiled_sheets_and_purlins_accessories_01_2024.pdf?sfvrsn=118638441925810500000
https://www.ruukki.com/docs/default-source/b2b-documents/load-bearing-sheets/load-bearing-sheets/declaration_performance_en_declaration_of_performance_vimpeli_lbs.pdf?sfvrsn=14638797070560770000
https://www.ruukki.com/docs/default-source/b2b-documents/facades/ruukki-cor-ten-facades---certification.pdf?sfvrsn=26638001130506830000
https://www.ruukki.com/docs/default-source/b2b-documents/facades/low-profiles/dop_10_pp_zyr_profiles_en.pdf?sfvrsn=23638950685789230000
https://www.ruukki.com/docs/default-source/b2b-documents/facades/low-profiles/dop_28_pp_vim_vimpeli-profiles_20250425_en.pdf?sfvrsn=30638820713223470000
https://www.ruukki.com/docs/default-source/b2b-documents/facades/low-profiles/dop_8_pp_vim_vimpeli-profiles_20250425_en.pdf?sfvrsn=44638820692076570000
https://www.ruukki.com/docs/default-source/b2b-documents/facades/joint-folder/dop-25pppar-p%C3%A4rnu-claddings.pdf?sfvrsn=25638639806047400000

Environmental product declaration

}‘ﬁ EPD Ruukki colour-coated products
PDF, 1.1 MB

}‘ﬁ EPD Ruukki LowCarbon colour-coated products
PDF, 0.8 MB

B EPD Facade claddings 03_2023
PDF, 3.5 MB


https://www.ruukki.com/docs/default-source/b2b-documents/epd/epd_ruukki_colour_coated_steel_building_products.pdf?sfvrsn=27639075192130730000
https://www.ruukki.com/docs/default-source/b2b-documents/epd/epd_ruukki_lowcarbon_colour_coated_products__2025.pdf?sfvrsn=27639075191666070000
https://www.ruukki.com/docs/default-source/b2b-documents/epd/en_epd_rc_facade_cladding_03_2023.pdf?sfvrsn=43638228361605630000
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