Ruukki T130M 3/15 web perforated +
acoustic infill + Ruukki T20 3/30 profile with
light non-woven layer

Load bearing T130M profile with web perforation is a classical solution to improve roof absorption
properties. Solution is integrated and efficient as normal mineral wool layers above the sheeting are
utilized for sound absorption indoors.

By adding Infill product in the load bearing sheeting profile groove and separate perforated cladding
product underneath with a light weight non-woven fabric layer doubles the average sound absorption
coefficient to improve ceiling form absorbing to highly absorbing level.

Ruukki® LowCarbon
Also available as Ruukki® LowCarbon, helping to reduce embodied carbon and made with high
recycled content. See the Ruukki® LowCarbon pages and product-specific EPDs for details.

Availability and delivery time for different thickness/coating combinations varies.

SEND CONTACT REQUEST

The information on our web site is accurate to the best of our knowledge and understanding. Although every effort has been made to
ensure accuracy, the company cannot accept any responsibility for any direct or indirect damages resulting from possible errors or
incorrect application of the information of this publication. We reserve the right to make changes.
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Structure

1. T20 (perforation 30%), Ruukki delivery

2. Nonwoven fabric, Ruukki delivery

3. T130M (Perforation 15%), Ruukki delivery

4. Acoustic infill with dustproof, Ruukki delivery

5. Mineral wool (30 mm), needed for acoustic performance
6. Vapor barrier

7. Mineral wool (total of 130-400 mm)

Sound absorption values

Absorption coefficient and class for construction

Class C, ay, 0,70
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https://www.ruukki.com/building-envelopes/products/roof-structure/load-bearing-sheets/load-bearing-sheets-detail/load-bearing-sheet-t130m-75l-930
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Note: Sound absorption values apply with insulation thickness 130 - 400 mm
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Design tools
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Ruukki Acoustic Estimator

Zistite, aky material je pre vas najlepsi. Vyskusajte nasu
kalkulacku pre vas dalsi projekt. Pridanim rozmerov
budovy a vyplnenim nastaveni materialu v nastroji Ruukki
Acoustic Estimator mozete zistit, ktora konfiguracia
produktu poskytuje optimalne vysledky pre vas projekt.

Prejst na kalkulacku

Stiahnite si BIM objekty do vasho pocitaca

ProdLib prinasa produkty Ruukki ako modely BIM v 3D pre
navrhové programy AutoCad, Autodesk Revit, Archicad a
Tekla priamo na plochu vasho pocitaca. Kniznice
produktov sustreduju vsetky potrebné navrhové modely a
detailné vykresy na jednom mieste. Aktualizacie kniznice
su automaticky oznamené, takze ako pouzivatel si mézete
byt isty, Ze k dispozicii st vzdy najnovsie informacie o
produkte. ProdLib je mozné pouzit aj ako samostatnu
desktopovu aplikaciu.

Prejst do kniznice BIM

Software Poimu pre dimenzovanie nosnych trapézovych
profilov

Software Poimu vdm umoznuje optimalizovat vyber
produktov podla Eurokdédu. Jednoducho, zadefinovanim
niektorych zakladnych vstupnych tdajov viete zvolit
potrebny nosny profil z ponuky Ruukki. Tento rychly
optimaliza¢ny nastroj zahfia 1-, 2- a viac- polové
konstrukcie a poskytuje presné riesenie, aky profil a v akej
dizke by sa mal pouzit.

Prejst k softvéru Poimu


https://acousticestimator.ruukki.com/
https://www.ruukki.com/svk/redirects/to-prodlib-bim
https://www.ruukki.com/svk/redirects/to-poimu-software

Technical documents

Here you can find all technical documents related to Ruukki's sound environment solutions.
Documents are organised by document type.

Product description

A’ﬁ Ruukki sound environment solutions - Product description 10_2025
PDF, 1,6 MB

Design instruction
Installation instruction
Detail drawings

Accessories

}‘ﬁ Facade cladding accessories 11_2025 ENG
PDF, 2,8 MB

}‘ﬁ Profiled sheets and purlins accessories 01_2024
PDF, 4,0 MB

Certificates and approvals

Here you can find all certificates and approvals related to Ruukki's sound environment solutions.
Documents are organized by document type.

Declaration of performance

}’ﬁ Ruukki Cor-Ten facades - Certification
PDF, 31,8 KB

%ﬁ Declaration of Performance 28/PP/VIM - Low profiles
PDF, 41,3 KB


https://www.ruukki.com/docs/default-source/b2b-documents/load-bearing-sheets/sound-environment/en_ruukki_sound_environment_solutions_10_2025f283f790edaf4f488e713ad4f2d94f50.pdf?sfvrsn=51638959420562130000
https://www.ruukki.com/docs/default-source/b2b-documents/facades/en-facade-claddings-accessories-11-2025dfcdf3e937f04adcbeefa5b5ea9aa33b.pdf?sfvrsn=134638987510113930000
https://www.ruukki.com/docs/default-source/b2b-documents/load-bearing-sheets/en_profiled_sheets_and_purlins_accessories_01_2024.pdf?sfvrsn=118638441925810500000
https://www.ruukki.com/docs/default-source/system-references-pdfs/ruukki-cor-ten-facades---certification.pdf?sfvrsn=26638001130506830000
https://www.ruukki.com/docs/default-source/b2b-documents/facades/low-profiles/dop_28_pp_vim_vimpeli-profiles_20250425_enb4080dcceef246a39495d97319acb722.pdf?sfvrsn=30638820713223470000

}‘ﬁ Declaration of Performance 8/PP/VIM - Low profiles
PDF, 43,6 KB

Environmental product declaration

}‘ﬁ EPD Ruukki colour-coated products
PDF, 1,1 MB

}"ﬁ EPD Ruukki LowCarbon colour-coated products
PDF, 0,8 MB


https://www.ruukki.com/docs/default-source/b2b-documents/facades/low-profiles/dop_8_pp_vim_vimpeli-profiles_20250425_en2bca8771b4f64e55ba2257c19f3a853a.pdf?sfvrsn=44638820692076570000
https://www.ruukki.com/docs/default-source/b2b-documents/epd/epd_ruukki_colour_coated_steel_building_products.pdf?sfvrsn=27639075192130730000
https://www.ruukki.com/docs/default-source/b2b-documents/epd/epd_ruukki_lowcarbon_colour_coated_products__2025.pdf?sfvrsn=27639075191666070000
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