Ruukki Primo Skyline 150

Vytvorte moderni fasady s novymi panely Ruukki® Primo Skyline 150. Tento panel je vhodny pro svislé
kladeni a ma nasledujici specialni vlastnosti:

Velké formaty produktu a vynikajici rovinnost povrchu

+ Jedinec¢né sikmé horizontalni hrany snizujici naroky na udrzbu a zajistujici delsi Zivotnost
+ Plynule volitelna Sirka spary

» Moznost vymény jednotlivych panell pfi poskozeni

Ruukki® Emotion
K dispozici také s perforaci a podsvétlenim.

ODESLAT ZADOST O KONTAKT

The information on our web site is accurate to the best of our knowledge and understanding. Although every effort has been made to
ensure accuracy, the company cannot accept any responsibility for any direct or indirect damages resulting from possible errors or
incorrect application of the information of this publication. We reserve the right to make changes.
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Vlastnosti

Nazev produktu
Vodorovna spara
Svisla spara
Sitka

Vyska

Hloubka

Zpusob kotveni

Zpusob upevnéni

Zpusob upevnéni
Skryté

Viditelné

Materialy

Material Trida

HIinlkovy A2
kompozit
HIinl’kovy FR
kompozit

Poznamka: pouziti hlinikového kompozitniho materialu tfidy A2 se nedoporucuje pro pobfezni oblasti (<1500m od mofe).

Horizontal joint width

Ruukki Primo Skyline 150

5...35 mm plynule nastavitelna

5...30 mm plynule nastavitelna

200...1400 mm

200...4000 mm

40 mm

Skryty spoj

Vyména jednotlivych panell

Pro vodorovnou sparu 5...20 mm Ne
Pro vodorovnou sparu 21...35 mm Ano
Tloustka GWP (PGO) Minimalni
Y Hmotnost Povrchova A1-A3 Dostupnost mnozstvi pro
materialu 2 A P . . Py
(mm) (kg/m?) uprava (kg ) s perforaci objzednanl
CO, ekv./m? (m?)
4.0 9.6 PVDF 33.0 Ne 750
Standardni
4.0 9.0 PVDF 51.1 Ano barvy: 150
Doplrikové
barvy: 750

Reakce
na
ohen

A2-s1,
do

B-s1,
do


https://www.ruukki.com/cze/redirects/to-material-aluminium-composite
https://www.ruukki.com/cze/redirects/to-material-aluminium-composite

Barvy a povrchova uprava

I?ovrchova Standardni barvy

Uprava
Copper Metallic (Médéna metalickd), Bronze Metallic (Bronzovéa metalicka), Anthracite Grey 7016

PVDE (Antracitova Seda 7016), Silver Metallic (Stfibrna metalicka), Smoke Metallic (Koufova metalicka),
Champagne Metallic (Sampan metalicka), Jet Black 9005 (Cerna 9005), Sunshine Grey (Slune¢ni
Seda), Black Grey 7021 (Cernoseda 7021), Ultramarine Blue 5002 (Ultramarinové modra 5002)

Metallic White (Metalicka bild), Pure White 9010 (Bila 9010), Light Grey 7035 (Svétle Seda 7035),
Grey Metallic (Seda metalicka), Umbra Grey 7022 (Umbra $edé 7022), Dark Grey Metallic (Tmavé
Sedéa metalicka), Manganese Metallic (Manganova metalickd), Wood Golden Oak (Dfevo zlaty dub),
Traffic Red 3020 (Cervena 3020), Signal Yellow 1003 (Signalni Zluta 1003)

DG5000

Pro nestandardni barvy & povrchové upravy kliknéte zde.

Uroven lesku: 30 GU

Primo Bronze Metallic (Bronzova Primo Champagne Metallic Primo Copper Metallic (Médéna

metalicka) (Sampan metalicka) metalicka)

Primo Dark Grey Metallic (Tmavé Primo Grey Metallic (Seda Primo Manganese Metallic

Sedda metalicka) metalickd) (Manganova metalickd)


https://www.ruukki.com/cze/building-envelopes/produkty/fasadni-obklady/materialy-pro-fasadni-plaste/hlinikovy-kompozit

Primo Metallic White (Metalicka Primo Silver Metallic (Stfibrna Primo Smoke Metallic (Koufova

bila) metalickd) metalickd)

Primo Signal Yellow 1003 Primo Wood Golden Oak Primo Sunshine Grey

(Signalni zluta)

Primo Traffic Red 3020 (Cervena) Primo Ultramarine Blue 5002 Primo Anthracite Grey 7016

(Ultramarinova modrd) (Antracitové Sedd)

Primo Black Grey 7021 Primo Umbra Grey 7022 (Umbra Primo Light Grey 7035 (Svétle

(Cernoseda) Sedd) Sedd)



Primo Jet Black 9005 (Cerna) Primo Pure White 9010 (Bila)

BIM objekty
Stahnéte si BIM objekty do vaseho pocitace
ProdLib pfinasi produkty Ruukki jako modely BIM ve 3D
A LITInESK Qg&%‘?ESK’ pro navrhové programy AutoCad, Autodesk Revit, Archicad
) S, eyt a Tekla pfimo na plochu vaseho pocitace. Knihovny

produktl soustfeduji vSechny potfebné navrhové modely a
detailni vykresy na jednom misté. Aktualizace knihoven
jsou automaticky ozndmeny, takze jako uzivatel si mlzete

vvvvv

produktu. ProdLib Ize také pouzit jako samostatnou
desktopovou aplikaci.

Prejit do knihovny BIM

Dokumenty ke stazeni

Prohlaseni o vlastnostech

B Primo Skyline CE marking
PDF, 0,8 MB

Objednavkovy formular

Ruukki Primo order form 1.4.4
XLSM, 1,0 MB



https://www.ruukki.com/cze/redirects/to-prodlib-bim
https://www.ruukki.com/docs/default-source/b2b-documents/facades/primo/primo-skyline-ce-marking.pdf?sfvrsn=23638136799774200000
https://www.ruukki.com/docs/default-source/b2b-documents/facades/primo/primo-order-form-1.4.4.xlsm?sfvrsn=23638005519060730000

Navod na udrzbu

}‘ﬁ Primo Skyline - navod na udrzbu
PDF, 319,4 KB

Environmentalni prohlaseni o produktu

EPD Ruukki LowCarbon hot-dip galvanized products
PDF, 0,7 MB

[y

EPD Ruukki colour-coated products
PDF, 1,1 MB

EPD Ruukki hot-dip galvanized products
PDF, 0,8 MB

EPD Ruukki LowCarbon colour-coated products
PDF, 0,8 MB

b [ [

EPD Fasadni obklady
PDF, 2,4 MB

[y


https://www.ruukki.com/docs/default-source/b2b-documents/facades/primo/cz---primo---navod-na-udrzbu.pdf?sfvrsn=4637278001511100000
https://www.ruukki.com/docs/default-source/b2b-documents/epd/epd_ruukki_lowcarbon_hot_dip_galvanized_products_2025.pdf?sfvrsn=27639075191423930000
https://www.ruukki.com/docs/default-source/b2b-documents/epd/epd_ruukki_colour_coated_steel_building_products.pdf?sfvrsn=27639075192130730000
https://www.ruukki.com/docs/default-source/b2b-documents/epd/epd_ruukki_hot_dip_galvanised_building_products.pdf?sfvrsn=27639075191874830000
https://www.ruukki.com/docs/default-source/b2b-documents/epd/epd_ruukki_lowcarbon_colour_coated_products__2025.pdf?sfvrsn=27639075191666070000
https://www.ruukki.com/docs/default-source/b2b-documents/epd/epd_rc_fas%C3%A1dn%C3%AD_obklady_04_2023.pdf?sfvrsn=10638174180580630000

Reference

Kancelarska budova, Lesno,
Polsko

Nové provozni prostory
dopravni spolecnosti z
polského Lesna zahrnuiji sklad
a kancelarskou cast. Fasada
kancelarské casti je oblozena
panely Ruukki® Primo a je ...

Prohlédnéte si vSechny reference s panely Primo

Vizualizér

Vizualizér - Vase vize je nasim cilem

Inspirujte se tim, jak nase produkty ozivaji na fasadée
budovy. Objevte vlastni kombinaci struktury povrchu,
vzor(, barev a materiald.

Prejit na vizualizér

=
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https://www.ruukki.com/cze/building-envelopes/reference/reference-details/kancel%c3%a1%c5%99sk%c3%a1-budova-le%c5%a1no-polsko
https://www.ruukki.com/cze/building-envelopes/reference/reference-fasadni-obklady?reference-products=primo-panels
https://www.ruukki.com/cze/building-envelopes/produkty/fasadni-obklady
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